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TOMFLON CK-170
Multi-Purpose Synthetic PTFE grease

                                       

Product description
Multi-Purpose Synthetic PTFE grease is a new specialty lubricant that combine the benefits of wide operating temperatures and broad compatibility with varied materials.

Application

Tomflon CK-170 can be used with rolling element and plain bearings, pivot pins, cams, guides, ways, drive screws, gears, splines and other machine elements. Besides, it can be used in food-processing applications involving mixers, motors, conveyors, low-temperature equipment, packaging machines and many other applications in or out of the food processing industry where PTFE grease may be desirable.
Safety regulations
The product is not subject to identification regulations under EU Directives and the Ordinance on Hazardous Materials (German GefStoffV).
See Material Safety Data Sheet.
Advantages
· Provide higher load carrying capacity, greater wear resistance and longer service life compared with conventional petroleum-based lubricants;
· Provide good compatibility with most industrial and engineering substrates including many plastic and rubber materials;

· Emergency lubrication through lubrication film of PTFE;

· Excellent low temperature torque and water washout resistance.
Restrictions

This product should not be used in oxygen service or applications requiring oxygen compatibility.

Packaging 
This product is available in different standard container sizes


Usable life and storage

When stored at or below 20°C (68°F) in the original unopened containers, this product has a usable life of 24 months from the date of manufacture. Upon prolonged storage, it is normal for a small amount of fluid bleed to appear on the surface of the grease. This condition is not detrimental to the performance and the fluid is simply mixed back into the suspension.

Instructions for use
Before use, thoroughly clean parts and remove or wash off old grease. Suitable for delivery by central lubricating system. Do not mix with other greases.

Transport regulations

Not regulated.
Product data
	Base oil / thickener
	Silicone/PAO / PTFE

	Colour
	White

	Service temperature, °C
	– 60 to 170 

	NLGI consistency class
	2

	Worked penetration, at 25°C, 0.1 mm
	265-295

	Drop point, °C
	> 230

	Density, g/cm3, approx.
	1

	Four-ball weld load, N
	3700

	Base oil viscosity, at   40°C, mm2/s, approx.
	150

	Corrosion protection (Emcor test)
	0 - 1



